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TEL12-70TEL12-70TEL12-70TEL12-70TEL12-70
VALVE REGULATED
LEAD ACID BATTERY
FOR COMMUNICATIONS
STANDBY POWER
APPLICATIONS

FEATURES
••••• Flame-arresting one-way pressure-relief

vent for safety and long life.

••••• Thermally welded case-to-cover bond to
ensure a leak-proof seal.

••••• Flame-retardant polypropylene case and
cover compliant with UL94 V-0 with an
Oxygen Limiting Index of greater than 28.

••••• Absorbent Glass Mat (AGM) technology
for efficient gas recombination 99% plus.

••••• Thick positive plate design for maximum
service float life – 10 year design life.

••••• Complies with UL1778, 924, 1989 and
94 V-0.

••••• UL-recognized component.

••••• Low-profile terminals with threaded
copper alloy inserts for reduced height,
reduced maintenance and increased
safety.

••••• Multicell design for ease of
installation and maintenance.

••••• Not restricted for air transport –
Complies with IATA/ICAO Special
Provision A67

••••• Not restricted for surface transport –
classified as non-hazardous material
as related to DOT-CFR Title 49 parts
171-189

••••• Not restricted for water transport –
classified as non-hazardous material
per IMDG Amendment 27.
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12 Volts – 69 Ampere Hour Capacity @ 8 Hour Rate
Ampere Hour Capacity to 1.75 Volts per Cell @ 77°F (25°C)
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Note: Batteries to be mounted with 0.5 in. spacing minimum and free air ventilation.
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Cells
Per Unit

6 12.84 54.8 lbs.
24.9 kg

Absorbed H2SO4
SG = 1.300

800 Amps 3100 Amps
@ 0.1 sec.

0.005 Ohms

Voltage
Per Unit Weight Electrolyte

Maximum
Discharge Current

Short Circuit
Currrent

Ohms Imped.
60 Hz (ΩΩΩΩΩ)

Constant Current Discharge Ratings – Amperes @ 77°F (25°C)

1.75 49.0 19.9 12.8 9.60 7.10 1.60 1.08

1.80 47.0 19.3 12.6 9.40 6.92 1.58 1.06

3.75

3.67
1.85 43.5 18.3 12.1 9.10 6.60 1.52 1.023.50
1.90 39.0 17.3 11.6 8.70 6.40 1.39 0.943.29
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Operating Time to End Point Voltage (in hours)
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